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M-601-18
Starting With Serial Number P3534

BITUMINOUS PUMPING UNIT
OPERATION & PARTS MANUAL

HOW TO ORDER PARTS
To assure prompt delivery when ordering parts, please furnish the following information:  

1) Complete name and address of consignee. 2) Method of shipment preferred. 3) Is shipment 
to be prepaid or collect? 4) Serial numbers of units to which parts apply. 5) Complete part 
numbers and descriptions. 6) Any special instructions.

Specify unit serial number when ordering parts!
WARRANTY

Etnyre Trailer Co. warrants to the original Purchaser, its new product to be free from defects in material and 
workmanship for a period of six (6) months after date of delivery to original Purchaser. The obligation of 
the Company is limited to repairing or replacing any defective part returned to the Company and will not be 
responsible for consequential damages or any further loss by reason of such defect.

The company excludes all implied warranties of merchantability and fitness for a particular purpose. 
There are no warranties, express or implied, which extend beyond the description of the goods contained 
in this contract.

This warranty does not obligate the Company to bear the cost of machine transportation in connection with 
the replacement or repair of defective parts, nor does it guarantee repair or replacement of any parts on which 
unauthorized repairs or alterations have been made or for components not manufactured by the Company 
except to the extent of the warranty given by the original Manufacturer.

This warranty does not apply to:
	 (1) Normal start-up services, normal maintenance services or adjustments usually performed by 	
	       the selling dealer, factory service representative or customer personnel.
	 (2) Any product manufactured by Etnyre Trailer Co. purchased or subjected to rental use.
	 (3)	 Any product or part thereof which shows improper operation, improper maintenance, abuse, 	
	         neglect, damage or modification after shipment from factory.
	 (4)	 Any product or part thereof damaged or lost in shipment. Inspection for damage should be 	
	         made before acceptance or signing any delivery documents releasing responsibility of the 	
	         delivering carrier.

This warranty and foregoing obligations are in lieu of all other obligations and liabilites including negligence 
and all warranties of merchantability or otherwise, express or implied in fact or by law.

Updated November 7, 2019



2 Specify Unit Serial No., Part No., & Part Description

The use of the Bituminous Pumping Unit normally requires the handling of 
liquid materials at elevated temperatures. Additionally, these materials may 
be of a volatile nature. The Bituminous Pumping Unit is a piece of operating 
equipment and must be carefully maintained and operated. Because these 
requirements involve potentially hazardous situations, we are calling attention 
to them for your safety. Appropriate warnings are listed below.

Always have a dry chemical type fire extinguisher 
available and in good condition.

periodically check all mounting tie downs and fasteners.

Lit cigarettes or other sources of combustion must 
remain clear of Pumping Unit.

Sparks from engine exhaust can be a source of ignition 
to volatile gases.

Remain clear of rotating drives when unit is in operation.

Use gloves or insulated material when handling hoses.

All pipe and hose connections must be secure before 
operating.

Keep unit clean for safety and operation.

Keep area clear of open flame or sparks when using 
material with volatile cutbacks.

Do not stand in a location such that accidental opening 
of disconnects will cause contact with hot liquid.

Connections must be securely attached before operating.

WARNING
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top of the asphalt pump is the fill or inlet and the 
bottom connector is the discharge or outlet
(Fig. 1), unless otherwise specified.

• Prior to use, preheat the asphalt pump. A 
preheated pump will assist in the flow of cold 
material.

• It is advisable after use to flush the asphalt 
pump with a sufficient amount of fuel oil.

• Do not overtighten packing.

• All suction connections must be air tight.

• Check engine manufacturer’s manual for 
operation and maintenance instructions.

• Do not operate pump for long periods without 
bitumen to supply lubrication.

OPERATING INSTRUCTIONS FOR ETNYRE BITUMINOUS PUMPING UNIT

• Do not try to break loose a frozen pump on engine 
drive models by slipping or sudden engagement of the 
clutch. When handling heavier bitumens it may be 
necessary to preheat the circulating system so that 
the first material to enter the pump will not be chilled 
sufficiently to stop the pump.

Discharge
Connector

Inlet
Connector

Figure 1. Inlet and discharge connectors
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• Start engine following manufacture procedures 
(Fig. 2).

• Attach hoses to pump. Top of pump is intake.

• Allow engine to warm up, then switch idle 
switch to High Idle / run.

• Do not overtighten packing.

• Slowly engage manual clutch by pulling lever 
down (Fig. 3).

• Once job is completed, return clutch lever to 
its neutral position

• Return throttle switch to low idle and turn 
engine off.

TRAILER MOUNTED PUMP WITH KUBOTA ENGINE

Figure 2. Control Panel Figure 3. Manual Clutch Position
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	REF	 PART NO.	 QTY	 DESCRIPTION 	REF	 PART NO.	 QTY	 DESCRIPTION

1	 3340316	 1	 Plate-Face
2	 3340314	 3	 Bearing
3	 0103615	 4	 Pin-5.0” x 1.25”
4	 0122145	 32	 Bolt-Hex, 0.375” x 1.25”
5	 3340573	 2	 Gasket
6	 3340331	 1	 Case
7	 3340307	 1	 Gland
8	 3340342	 1	 Valve Asm-By-Pass
 	       	 	            (Includes Ref 9–19)
9	 3340350	 1	 Cap

10	 3340349	 1	 Gasket
11	 3340348	 1	 Bolt-Adjusting
12	 0271501	 1	 Nut-Hex, 7/16”
13	 6600264	 1	 Gasket
14	 3340347	 1	 Plug
15	 6600208	 1	 Gasket
16	 3340346	 1	 Bearing-Spring
17	 3340345	 1	 Spring
18	 3340344	 1	 Valve Body

Bituminous Pump P-200 - Long Round Shaft
 	  4050255	 	   
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19	 3340343	 1	 Plate-Face, By-Pass Valve
20	 3340334	 1	 Impeller
21	 3340335	 1	 Impeller
22	 9413947	 2	 Nut-Locking, 9/16”
23	 3340340	 1	 Shaft-Drive, 1.50”
24	 3340336	 1	 Shaft, Tapered
25	 3340339	 1	 Shaft-Drive, Tractor Mnt,1.25” Endshaft
26	 3340338	 1	 Shaft-Drive, Square End
27	 3170061	 1	 Key, 3/8” x 2.0”
28	 6440018	 1	 Nut
29	 6000468	 1	 Key, 3/8” x 1-7/8”
30	 6000473	 2	 Key, 5/16” x 1-3/16”
31	 6000472	 2	 Key, 3/8” x 4-15/16”
32	 3340337	 1	 Shaft
33	 3340949	 2	 Stud
34	 3340308	 2	 Clip
35	 3340312	 1	 Plate-Face
36	 3340294	 1	 Bearing
37	 6600310	 4	 Packing
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	REF	 PART NO.	 QTY	 DESCRIPTION 	REF	 PART NO.	 QTY	 DESCRIPTION

1	 3340342	 1	 Valve Asm-By-Pass
 	       	 	            (Includes Ref 2–14, does not include 13)
2	 3340350	 1	 Cap
3	 3340349	 1	 Gasket
4	 3340348	 1	 Bolt-Adjusting
5	 0271501	 1	 Nut-Hex, 7/16”
6	 6600264	 1	 Gasket
7	 3340347	 1	 Plug
8	 6600208	 1	 Gasket
9	 3340346	 1	 Bearing-Spring

10	 3340345	 1	 Spring
11	 3340344	 1	 Valve Body
12	 3340343	 1	 Plate-Face, By-Pass Valve
13	 0103615	 4	 Pin-5.0” x 1.25”
14	 0122145	 32	 Bolt-Hex, 0.375” x 1.25”
15	 3340314	 3	 Bearing

Bituminous Pump P-200 - Short Round Shaft
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16	 3340573	 2	 Gasket
17	 3340331	 1	 Case
18	 3340337	 1	 Shaft
19	 6000472	 2	 Key, 3/8” x 4-15/16”
20	 9413947	 2	 Nut-Locking, 9/16”
21	 3340949	 2	 Stud
22	 3340308	 2	 Clip
23	 3340307	 1	 Gland
24	 6600310	 4	 Packing
25	 3340294	 1	 Bearing
26	 3340312	 1	 Plate-Face
27	 3340305	 1	 Ring-Lantern
28	 4050297	 1	 Shaft-Pump, Short
29	 3340334	 1	 Impeller
30	 3340335	 1	 Impeller

 	  4050298	 	   



8 Specify Unit Serial No., Part No., & Part Description
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	REF	 PART NO.	 QTY	 DESCRIPTION 	REF	 PART NO.	 QTY	 DESCRIPTION

1	 4050261	 1	 Frame Asm
2	 6400733	 1	 Engine-Diesel, 25 HP, Kubota
 	  6400671	 1	 Filter-Oil
 	  6400677	 1	 Filter-Air
 	  6400675	 1	 Filter-Fuel
 	  6400676	 1	 Filter-Fuel Asm
3	 3340341	 3	 Gasket-200 Gal. Pump
4	 4050298	 1	 Pump Asm-200 Gal, Rd Sht Shf
5	 3320796	 1	 Battery Box Asm-12V, w/o Battery
6	 4050280	 1	 Fuel Tank-Diesel, 20 Gal.
7	 4050279	 1	 Guard-Chain Rollers, Aluminum
8	 4050286	 1	 Box-Engine Controls, Aluminum
9	 4050278	 2	 Bracket-Motor Controls, Pump Trailer

10	 4050293	 2	 Outlet-Pump
11	 0121574	 8	 Washer-Lock, Spring, 0.63”
12	 0271547	 8	 Capscrew-Gr5, 0.625”UNC x 1.50” Lg
13	 6100881-05	 4	 Bolt-Wiz, 0.50”UNC x 1.50”, Gr5, PD
14	 6100883	 4	 Nut-Flange, 1/2-13, Gr2, PD, Serrated

Trailer Mounted Pumping Unit

*See pages 6 & 7
 for breakdown
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 	  P3535	 	   

15	 6100878-02	 8	 Bolt-Wiz, 0.25”UNC x 0.75”, Gr5, PD
16	 6100713	 8	 Nut-Flanged, 1/4-20NC
17	 6600281	 2	 Cap-Dust, 3.0” Alum., 40V, BUNA-N
18	 2790527	 2	 Tape-Conspicuity, 2.0”, Red/White
19	 4050302	 1	 Drive Line Asm-Pump Trailer
  	       	 	             (Includes Ref 26–29)
20	 4050301	 1	 Channel-Engine Mount
21	 6002305	 5	 Mount-Cushion, Kubota
22	 6453651	 2	 Jack
23	 4050274	 1	 Pin-Hitch
24	 6450068	 2	 Tire
25	 6453649	 1	 Axle-Torflex
26	 3111286	 1	 Yoke-Center Asm
27	 6400734	 2	 Yoke-End, 1-1/2” Key
28	 3110073	 2	 Journal & Bearing Kit-
29	 6400521	 4	 Strap-Bearing
30	 6400736	 1	 Harness Extension-Kubota
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15 H.P. Electric Pumping Unit

	REF	 PART NO.	 QTY	 DESCRIPTION 	REF	 PART NO.	 QTY	 DESCRIPTION
1	 4050256	 1	 Guard Asm-Belt
2	 0180022	 4	 Capscrew, Gr5, 0.25UNC x 1.0” Long
3	 0120386	 8	 Washer-Flat, SAE STD, 0.25”
4	 6435510	 1	 Sheave-Q.D., COMV., 4V, “B” Groove
5	 6435508	 1	 Sheave-Q.D., COMB., 4V, “B” Groove
6	 6420114	 1	 Bearing-Flange, 4 Bolt, 1.50” Shaft
7	 4050260	 1	 Guard-Back V-Belt
8	 6704818	 1	 Motor-15 H.P. Electric
9	 6200073	 2	 Elbow-Pipe, 90, 3.0”NPT, PN

10	 6200132	 2	 Nipple-PP, Sch40, 3.0” x 8.0”, PN
11	 6604553	 2	 Adapter-Steel, 30A CS, 3.0”
12	 6604549	 2	 Dust Cap-Steel, 30V, 3.0”
13	 0271547	 4	 Screw-Hex, 0.63”NC x 1.50”, Gr5, PD

14	 0121574	 8	 Washer-Lock, Spring, 0.63”
15	 3340358	 2	 Coupling Asm-Flange
16	 3340341	 3	 Gasket-200 Gallon Pump
17	 4050255	 1	 Pump Asm-200 Gal., Lg Rd Shf/Plt
18	 4050246	 1	 Frame Assembly
19	 4050188	 2	 Bolt-Draw, Electric, Pumping Unit
20	 0180177	 2	 Capscrew-Gr5, 0.50”UNC x 1.50” Long
21	 0180179	 2	 Capscrew-Gr5, 0.50”UNC x 1.75” Long
22	 0120396	 4	 Washer-Flat, SAE STD, 0.50”
23	 6200122	 2	 Nipple-PP, Sch40, 3.0” x 2.5”, PN
24	 0271723	 4	 Screw-Hex, 0.63”NC x 2.0”, Gr5, PD
25	 6435534	 4	 Belt- B 63, Hi Power, V Belt

 	  4050255	 	   
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Part No.	 Page No. Part No.	 Page No. Part No.	 Page No. Part No.	 Page No. Part No.	 Page No.IN
D

EX

0103615	 6
0103615	 7
0120386	 9
0120396	 9
0121574	 8
0121574	 9
0122145	 6
0122145	 7
0180022	 9
0180177	 9
0180179	 9
0271501	 6
0271501	 7
0271547	 8
0271547	 9
0271723	 9
2790527	 8
3110073	 8
3111286	 8
3170061	 6
3320796	 8
3340294	 6
3340294	 7
3340305	 7
3340307	 6
3340307	 7
3340308	 6
3340308	 7
3340312	 6
3340312	 7
3340314	 6
3340314	 7
3340316	 6
3340331	 6
3340331	 7
3340334	 6
3340334	 7
3340335	 6
3340335	 7
3340336	 6
3340337	 6
3340337	 7
3340338	 6
3340339	 6
3340340	 6
3340341	 8
3340341	 9
3340342	 6
3340342	 7
3340343	 6
3340343	 7
3340344	 6
3340344	 7
3340345	 6
3340345	 7
3340346	 6

3340346	 7
3340347	 6
3340347	 7
3340348	 6
3340348	 7
3340349	 6
3340349	 7
3340350	 6
3340350	 7
3340358	 9
3340573	 6
3340573	 7
3340949	 6
3340949	 7
4050188	 9
4050246	 9
4050255	 6
4050255	 9
4050255	 9
4050256	 9
4050260	 9
4050261	 8
4050274	 8
4050278	 8
4050279	 8
4050280	 8
4050286	 8
4050293	 8
4050297	 7
4050298	 7
4050298	 8
4050301	 8
4050302	 8
6000468	 6
6000472	 6
6000472	 7
6000473	 6
6002305	 8
6100713	 8
6100878-02	 8
6100881-05	 8
6100883	 8
6200073	 9
6200122	 9
6200132	 9
6400521	 8
6400733	 8
6400734	 8
6400736	 8
6420114	 9
6435508	 9
6435510	 9
6435534	 9
6440018	 6
6450068	 8
6453649	 8

6453651	 8
6600208	 6
6600208	 7
6600264	 6
6600264	 7
6600281	 8
6600310	 6
6600310	 7
6604549	 9
6604553	 9
6704818	 9
9413947	 6
9413947	 7
P3535	 8



	 Something Wrong with this manual?
			   If you find inaccurate or confusing information in this manual, or just have a suggestion for 

improvement, please let us know. 

Mail or FAX this form to us at: E. D. ETNYRE & CO. 1333 S. Daysville 
Rd.Oregon, Illinois 61061 • Fax: 800-521-1107 • www.etnyre.com 
Attn: Service Manager 

	 Recommended changes from:	 ________________________________________

	 Address	 ______________________________________________

	 City, State, Zip	 ______________________________________________

	 Phone	 ______________________________________________

	 Date Sent	 ______________________________________________

Manual Number (upper right corner of front cover) _________________________________________________

Manual Title_ ______________________________________________________________________	

Explain the problem in the space below. 
	 Page	 Reference	 Paragraph	 Figure	 Problem (please be specific)
Number	 Number	 Number	 Number

K-525-01
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